
Beneath the classic styling and superb British cabinet making, Ashdown Acoustic
Radiators take a new and innovative approach to acoustic instrument amplification,
setting new standards for clarity, projection and the elimination of feedback.

Central to the design of the Acoustic Radiator 2 is a hi-fi quality, 160 Watts RMS power
output section, providing massive headroom and a perfect response throughout the
frequency range. Power is delivered via a pair of powerful 8" drivers with a dual,
polymer diaphragm tweeter array, to deliver a wide frequency range and exceptional
sound dispersion.

An advanced twin channel preamplifier provides inputs for active and piezo pick-ups on
channel 1, and both jack and balanced XLR low impedance inputs on channel 2. The XLR
input also has switchable phantom power. Phase switches on both channels assist in the
elimination of standing wave feedback and a trademark Ashdown VU meter enables
optimum input level matching. Sophisticated tone shaping facilities are provided by rotary
bass, mid and treble controls supplemented by two smaller rotary controls giving 15dB
cut and boost at 340Hz and 1.6kHz.

Each channel has its own switchable notch filter for the elimination of body resonance
feedback as well as a shape switch to provide instant access to an optimum acoustic
guitar EQ setting. A digital reverb with 16 reverb and delay settings is footswitchable, and
can be applied to either or both channels via front panel switches, with individual level
controls for each channel.  The overall output level control is mutable for tuner use during
performance, either from the front panel or a footswitch, and rear panel facilities include
a balanced DI output with both pre and post EQ switching, a serial effects loop, a line
input with level control and a line/link output.

For the acoustic musician on the move, the Ashdown Acoustic Radiator 1 combines a 100
Watt power section, a new, twin-channel preamplifier and the same 8", dual tweeter
array driver in a compact, portable and beautifully designed cabinet. Despite the reduction
in preamp facilities necessitated by the smaller cabinet, the Acoustic Radiator 1
nonetheless has a balanced XLR mic input with switchable phantom power, a switchable
input for active and piezo pick-ups with a phase switch for the elimination of standing
wave feedback, bass and treble controls with a shape switch providing instant access to
an optimum acoustic guitar EQ setting, a switchable notch filter with a variable frequency
control to tune out feedback and a high quality digital reverb. Rear panel facilities include
a balanced XLR DI output for recording use, or for connection to a PA system, an FX loop
and a line/link output.
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ACOUSTIC RADIATOR 2

160 Watts RMS / 2 x 8" with dual tweeter arrays
ACOUSTIC RESONATOR 1
100 Watts RMS / 1 x 8" with dual tweeter array

Inspired by the classic designs of the early resonator
guitars, the Ashdown Acoustic Resonator 1 shares precisely
the same features as the Acoustic Radiator 1 (see left).

Housed in a superbly crafted, polished metal cabinet with palm
tree etchings, the Acoustic Resonator 1 is the last word in
acoustic amplification style.

ACOUSTIC RADIATOR 1
100 Watts RMS / 1 x 8" with dual tweeter array
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